90 mm x 50 mm SQ UNISTRUT POST

1200 mm x 95 mm x 95 mm S
UNISTRUT POST BASE

75 mm x 10 mm BOLT (ZINC PLATED)
AND 10 (378" 0 NUT (ZINC PLATED>
WOOD WEDGE
900 mm x 90 mm ID. PIPE SLEEVE BASE
_ GALVANIZED PIPE STANDARD WEIGHT
e (SCHEDULE 40>
B¢ 10 mm CAP SCREW
3 g /— TOP OF NEW SIDEWALK (ZINC PLATED)
10 mm FLAT WASHER
SIGN FACE (ZINC PLATED)
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S0 mm x 50 mm SQ.
ij UNISTRUT POST
10 mm HEX NUT
(ZINC PLATED)
CONCRETE BASE 300 mm DIA.
SECTION A - A
w NOT TO SCALE
SECTION B - B
NOT TO SCALE
NEW SIGN PANEL
50 mm x 50 mm SQUARE UNISTRUT POST
(GALVANIZED STEEL) VARIABLE
s LENGTH (PERFORATED).
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(W]
T 75 mm x 10 mm BOLT (ZINC PLATED>
AND #10 NUT (ZINC PLATED)
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\—NEV CONCRETE SIDEWALK
\ £ 900 mm x S0 mm LD. PIPE
URD = SLEEVE BASE
& T CONCRETE_BASE,
20,700 KPa
o [B
300 mm DIA
POST MOUNTED SIGN
INSTALLATION IN CONCRETE
NOT TO SCALE
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